The S-3100 Tackable Wall Panel is manufactured specifically as a tack panel and offers minimal sound absorption. Application for the S-3100 panels includes any application that requires a highly tackable wall solution such as conference rooms, classrooms and offices.

The S-3100 panel is constructed with a 24# PCF mineral fiber core. The square edges are fully wrapped in your choice of standard, custom designer or C.O.M. fabrics. The S-3100 Tackable Panels come in a 5/8” thickness and custom sizes up to a maximum of 4’ x 8’.

APPLICATIONS:

- Classrooms
- Hallways / Corridors
- Offices / Conference Rooms
- Lobbies / Entryways

- High tackability
- Class A fire rated
- Standard, designer or C.O.M. fabrics
- Easy to install
- Custom sizing
S-3100
TACKABLE WALL PANELS

FINISHES
Guilford of Maine FR701 Style 2100 is the industry standard. Hundreds of approved decorative fabrics are also available from numerous manufacturers including, but not limited to: Guilford of Maine, Maharam, Design Tex and Knoll. Customers may also specify their own fabric, provided the material meets manufacturing requirements.

ACoustical
NRC Rating
5/8" Thick  .20

FIRE RATING
All components shall have a Class A fire rating per ASTM E-84

SPECIFICATIONS
Specifications can be downloaded from our website www.soundseal.com or call us at 1.800.569.1294

MOUNTING OPTIONS
Mounting Clips & Adhesive

EDGE DETAILS
Square