SR-100
SEMI-RIGID
ACOUSTICAL BAFFLES

Sound Quality® SR-100 Semi-Rigid Baffles are the perfect economical solution to reverberation issues for large spaces. They are easy to install suspended down from the ceiling via grommets. The SR-100 Semi-Rigid Baffles are all custom made with a wide variety of finishes, sizes and thicknesses available.

FINISHES
Various finishes are available, including:
• PVC
• Sailcloth – Ripstop Nylon (white and silver require approval)
• Fabrics – Standard is Guilford of Maine (any but 224 white)

ACOUSTICAL
NRC Ratings

<table>
<thead>
<tr>
<th>Thickness</th>
<th>NRC Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>1&quot; Thick</td>
<td>.80 – .90</td>
</tr>
<tr>
<td>2&quot; Thick</td>
<td>1.05 – 1.15</td>
</tr>
</tbody>
</table>

SIZING
• Standard sizes 2’ x 4’ and 4’ x 8’
• Custom sizing maximum to 4’ x 10’

THICKNESS
• 1”, 1-1/2” or 2”

EDGE DETAIL
• Stitched

SUBSTRATES
Various options are available, including:
• 1-1/2 # PCF Semi-Rigid Fiberglass Core
• 2 # PCF Semi-Rigid Fiberglass Core
• 3 # PCF Semi-Rigid Fiberglass Core

MOUNTING
• Grommets

FIRE RATING
All components shall have a Class A fire rating per ASTM E-84